
HAIER 4°C Blood Bank Refrigerator 158L 

 
Special Feature 

 Type blood bank refrigerator 
 Cabinet Type Upsight 
 Climate Class ST 
 Cooling Type Forced air cooling 
 Defrost Mode Auto 
 Refrigerant CFC-Free 
 Noise Lever (Db ) 42 

Performance 
 Temperature Range ( ºC ) 4± 1 

Control 
 Controller Microprocessor 
 Display LED 

 

 

 

 

 

 

 



HAIER 4°C Blood Bank Refrigerator 936L 

 
Five Alarms Fanction 

 High/ Low temperature alarm 
 Power off alarm 
 Door alarm 
 Senor failure alarm 
 Battery low power alarm 

Three Type of Alarm 
 Visible light alarm 
 Audible buzzer alarm 
 Remote alarm 

Adjustable Shelves 
 The shelves are adjustableto any height and satisfy different requirements. 

Product Feature 
Famous Compressor 

 Energy saving 
 More reliable 
 International well-known brand compressor 
 Past the long term verification 
 Ensure the high reliability 

Inteligent Alarm 
 Human Technology 
 High safety 
 Alarm in three styles 
 Protect the storage in safe condition 

Condensation Free Design\ 
 Door without condensation under ambient temp. 32ºC and 80% humidity 
 Electrical heating glass door 
 Condensation free under humidity 80% 

Adjustable Shelf And Basket 
 Shelf adjustable height 
 Blood Sortable storage 



 Users can adjust the shelf accord to storage blood 
 Improve the space utilization rate 
 Different blood can be in different baskets 

 
 
Blood Bank Refrigerator 500L 

 
Product 

A Perfect combination of unique temperature uniformity and reliable technology, the 
Axiom Blood Bank segment offers extreme security where needed. Experience the 
Blood Bank refrigerators with advanced controllers, integrated non-manipulative 
data logger with USB read out and chart recorder as standard. 
  
Special Feature 
- Stainless steel interior 
- White Exterior 
- Automatic door closing 
- Key lock 
- Air forced cooling 
- Right hand hinged reversible door 
- Castors 
- Chart Recorder 
 
CONTROLLER: 
- Micro processor controller with digital display 
- Battery backup – 72 hours 
- Chart recorder 
- GSM alarm 
- Visual and acoustic alarm 
- Adjustable high/low temperature alarm 
- Power failure alarm 
- Probe failure alarm 
- Instrument failure alarm 
- Door open alarm 



- Contact for remote alarm 
- Prepared for GSM alarm 
- Integrated data logger (software included) 
- RS485 interface 
- USB read out 

 

 
 
HAIER 4°C Blood Bank Refrigerator 358L 

 
Special Feature 

 Type blood bank refrigerator 
 Cabinet Type Upsight 
 Climate Class ST 
 Cooling Type Forced air cooling 
 Defrost Mode Auto 
 Refrigerant CFC-Free 
 Noise Lever (Db ) 42 

Performance 
 Temperature Range ( ºC ) 4± 1 

Control 
 Controller Microprocessor 
 Display LED 



 
MEDIREF Blood Bank Refrigerator 250L 
 

 

 
 
 

Description: 

Equipment :Blood Bank Refrigerators 
Capacity : 250 litres 
Temperature : preset at 4°C 
Construction : stainless steel interior and exterior cabinet (except back panel which is from mild steel) 
Alarm : High alarm, low alarm, A.C failure alarm 
Safety feature : With built-in ELCB 
Optional: Chart recorder 
  
System Features 

 Has control panel is equipped with a tamper-resistant touchpad and a digital temperature display to 
the nearest 0.1 degree centigrade, centralising all the operating and monitoring functions. 

 The controller enables you to program the temperature settings and alarm set points quickly and 
easily. 

 Battery back-up system supplies power to the monitor for at least 24 hours. 
 The audio and visual alarms will be triggered when any of these conditions occurs : 

Over-temperature, under-temperature, A.C failure, battery failure, door opened for more than 2 
minutes, compressor failure, or condenser overheated (clean filter). 

 The alarm can be muted with the touchpad. If the fault is still not rectified, the acoustic signal is 
repeated automatically at every 15 minutes intervals until the cabinet temperature returns to normal. 

 Remote alarm contact provided for off-site monitoring. 
 Non-volatile memory ensures all set values remain intact in case of power failure. 
 Lock-temperature function protects against tampering of set temperatures/values. 
 Off-set function for calibration use. Important for ISO/Calibration requirements. 
 Self-diagnostic functions integrated into the controller ensure rapid identification and correction if a 

fault does occur. 
  

 
 
 



MEDIREF  Blood Bank Refrigerator 500L 
 

 

Description:  
Capacity : 500 litres 
Temperature : preset at 4°C 
Construction : stainless steel interior and exterior cabinet (except back panel which is from mild steel) 
Alarm : High alarm, low alarm, A.C failure alarm 
Safety feature : With built-in ELCB 
Optional: Chart recorder 
Standard supply : 3 roll out stainless steel drawers and 2 shelves 
 
Product Feature 

 The control panel is equipped with a tamper-resistant touch pad and a digital temperature display to 
the nearest 0.1 degree centigrade, centralising all the operating and monitoring functions. 

 The controller enables you to program the temperature settings and alarm set points quickly and 
easily. 

 Battery back-up system supplies power to the monitor for at least 24 hours. 
 The audio and visual alarms will be triggered when any of these conditions occurs : 

Over-temperature, under-temperature, A.C failure, battery failure, door opened for more than 2 
minutes, compressor failure, or condenser overheated (clean filter). 

 The alarm can be muted with the touchpad. If the fault is still not rectified, the acoustic signal is 
repeated automatically at every 15 minutes intervals until the cabinet temperature returns to normal. 

 Remote alarm contact provided for off-site monitoring. 
 Non-volatile memory ensures all set values remain intact in case of power failure. 
 Lock-temperature function protects against tampering of set temperatures/values. 
 Off-set function for calibration use. Important for ISO/Calibration requirements. 
 Self-diagnostic functions integrated into the controller ensure rapid identification and correction if a 

fault does occur. 
 
 

 
 
 
 
 



MEDIREF Blood Bank Refrigerator bbr-1050 
 

 

  
Description: 
Equipment :Blood Bank Refrigerators 
Capacity : 1050 litres 
Temperature : preset at 4°C 
Construction : stainless steel interior and exterior cabinet (except back panel which is from mild steel) 
Alarm : High alarm, low alarm, A.C failure alarm 
Safety feature : With built-in ELCB 
Optional: Chart recorder 
 
Product Feature 
 

 The control panel is equipped with a tamper-resistant touch pad and a digital temperature display to 
the nearest 0.1 degree centigrade, centralizing all the operating and monitoring functions. 

 The controller enables you to program the temperature settings and alarm set points quickly and 
easily. 

 During power failure, battery back-up system supplies power to the monitor for at least 24 hours. 
 The audio and visual alarms will be triggered when any of these conditions occurs : 

Over-temperature, under-temperature, A.C failure, battery failure, door opened for more than 2 
minutes, compressor failure, or condenser overheated (clean filter). 

 The alarm can be muted with the touchpad. If the fault is still not rectified, the acoustic signal is 
repeated automatically at every 15 minutes intervals until the cabinet temperature returns to normal. 

 Remote alarm contact provided for off-site monitoring. 
 Non-volatile memory ensures all set values remain intact in case of power failure. 
 Lock-temperature function protects against tampering of set temperatures/values. 
 Off-set function for calibration use. Important for ISO/Calibration requirements. 
 Self-diagnostic functions integrated into the controller ensure rapid identification and correction if a 

fault does occur. 
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